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5.1 Speaker system

             

FEATURES

- 5.1 channel home theatre system with Dolby Digital, Dolby Pro Logic II, and DTS Digital Surround decoders
- 3 optical, 1 coaxial input, analog 5.1 channel, and dual stereo inputs
- Wooden enclosures for all speakers effectively reduce resonance and vibration
- 10”(260 mm) subwoofer driver with twin bass reflex radiators
- 2-way satellite speakers with 3½”(92 mm) mid-range drivers and 1”(25 mm) silk dome tweeters  
- Professionally calibrated crossover in each satellite speaker 
- Class D amplifier and DSP (Digital Signal Processing) technology
- Power booster function to enhance system volume
- Multi-functional wired controller with LCD display and multi-functional wireless remote control
- Built-in 600W high efficiency switching power supply with low standby power consumption

The S760D is armed with Dolby Digital, Dolby Pro Logic II and DTS sound decoders to create the best 5.1 listening experience with a ground 
shaking output of 540W RMS. A massive 10 inch bass driver and 2 passive radiators produce an impressive 250W RMS while each of the 4 
satellites and centre speaker produce 60W RMS. With multiple input options, the S760D is an extremely versatile speaker system for home 
entertainment, gaming, large room settings, for both personal and professional use. A wired and wireless remote control provide easy trimming, 
tuning, volume and input adjustments.  

PRODUCT DESCRIPTION

S760D

Power Output:   
 L/R/C/SL/SR:  60W x 5
 SW:   240W
Signal to noise ratio: 
Input type:   3 Optical, 1 coaxial, analog 5.1, dual stereo inputs 
Digital decoder:   Dolby Digital, Dolby Pro Logic II, DTS
Input sensitivity:  
 L/R/C/SL/SR:  5.1, Aux, CD: 750mV ± 50mV
    Optical, coaxial: 350 ± 50FFS
 SW:   5.1, Aux, CD: 900mV ± 50mV
    Optical, coaxial: 400 ± 50FFS
Frequency response: 
 L/R/C/SL/SR:  160Hz - 20KHz
 SW:   35Hz -110Hz
Channel separation:    R/L: ≥45dB 
Adjustment:   Wired remote, IR remote controller
Bass unit:    10 inch (260mm) 8Ω
Mid-range unit:   3.5 inch (92mm) 4Ω
Treble unit:   1 inch (25mm) 6Ω 
Speaker dimension: 
 Subwoofer:  367mm x 397mm x 489mm (W x H x D) 
 Satellite:   116mm x 203mm x 160mm (W x H x D)
 Center:   316mm x 117mm x 157mm (W x H x D)
Speaker weight: 
 Subwoofer:  GB: 19kg (net), 22.1Kg (gross)  |  MC: 24kg (gross)
 Satellite + Center: GB: 11.5Kg (net), 13Kg (gross)  |  MC: 24.2kg (gross) 




